PT Punch-Lok’s P-1000™ and P-7500™ LOKING TOOLS™ are designed for fast, economical application of Punch-Lok™ clamps in hose assembly during shop use or maintenance and repairs on job site.

**P-1000™ FEATURES:**
- For clamps of 3/8” and 5/8”
- Weight: 2.5 lbs.
- Drop-forged and plated-tempered steel construction
- Comfortable ball handle for tensioning clamps

**P-7500™ FEATURES:**
- For clamps of 5/8” up to 3/4”
- Weight: 2.5 lbs.
- Drop-forged and plated-tempered steel construction
- Comfortable ball handle for tensioning clamps

Visit your local PT Representative or call 1-800-654-0320

www.ptcoupling.com
PUNCH-LOK® HOSE CLAMPS

Punch-Lok® is PT’s Hose Clamp and Banding operation out of Enid, Oklahoma. PT prides itself on our quality management system that translates into our products. Each Punch-Lok hose clamp or band is material tested prior to manufacturing ensuring that the clamps we offer are the superior hose clamps offered by Punch-Lok since the turn of the 20th century.

PUNCH-LOK® HOSE CLAMPS FOR THE P-1000™

<table>
<thead>
<tr>
<th>MATERIAL</th>
<th>PREFORMED CLAMP</th>
<th>ITEM NO.</th>
<th>QTY./BOX</th>
<th>CLAMP ID</th>
<th>BAND WIDTH</th>
</tr>
</thead>
<tbody>
<tr>
<td>GALVANIZED STEEL</td>
<td>P3</td>
<td>P003000</td>
<td>100</td>
<td>¾&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P30</td>
<td>P003300</td>
<td>100</td>
<td>¾&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P31</td>
<td>P003711</td>
<td>100</td>
<td>1-½&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P36</td>
<td>P003336</td>
<td>100</td>
<td>¾&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P39</td>
<td>P003339</td>
<td>100</td>
<td>2-¼&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P4</td>
<td>P000400</td>
<td>100</td>
<td>1&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P6</td>
<td>P000500</td>
<td>100</td>
<td>1-½&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P9</td>
<td>P000900</td>
<td>100</td>
<td>2-¼&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P10</td>
<td>P010000</td>
<td>50</td>
<td>2-½&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P11</td>
<td>P010100</td>
<td>50</td>
<td>2-¼&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P12</td>
<td>P010200</td>
<td>50</td>
<td>3&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P14</td>
<td>P010400</td>
<td>50</td>
<td>3-½&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P16</td>
<td>P010600</td>
<td>25</td>
<td>4&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P18</td>
<td>P010800</td>
<td>25</td>
<td>4½&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P20</td>
<td>P020000</td>
<td>25</td>
<td>5&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P24</td>
<td>P024000</td>
<td>25</td>
<td>6&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P26</td>
<td>P026000</td>
<td>50</td>
<td>6½&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P28</td>
<td>P028000</td>
<td>50</td>
<td>7&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P32</td>
<td>P032000</td>
<td>50</td>
<td>8½&quot;</td>
<td>¾&quot;</td>
</tr>
<tr>
<td>GALVANIZED STEEL</td>
<td>P36</td>
<td>P036000</td>
<td>50</td>
<td>9&quot;</td>
<td>¾&quot;</td>
</tr>
</tbody>
</table>

CUSTOMERS ALSO PURCHASED:

D-550™ CLAMP CUTTER

ITEM NO. P255500

Powerful 14" cutter removes and punch-type clamp with minimum effort. The D-550™ is a rugged, double-plated, drop-forged heat treated high-carbon steel construction.

D-225-4™ MALLET

ITEM NO. P252250

Specifically designed for the punch-type clamps. Malleable iron head has surface for long tool life.

Call your local PT Representative today or go online to find out how PT has solutions for your needs:

CALL 800-654-0320 / EMAIL: INFO@PTCOUPLING.COM